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KNOBS 



No. 7-12 
METAL 
SCREW-ON 
TYPE 



No. 7-11 
INSULATED 
SCREW-ON 
TYPE 



No. 7-10 
METAL 
UNIVERSAL 
TYPE 



sISULATED 



CONNECTIONS FOR 



AND BINDING POSTS AVAILABLE IN BLACK AND RED 



KNOB 



No. 


Dimensions 

mm 


7 ~ 1 


D ^ 


40 


H 


15 




D ! 


37 


7-2 


H 


13 




D 


35 


7-3 


H 


11 


7-4 


D 


28 


H 


15 

( 



No. 


D 


imensions 

mm 


1 


C 


) 


1 


7 


7-5 

1 


H 


1 


5 




D 


2 


0 


7-6 






64 


-T —f 


I 




15 


7 7 


1 


H 


33 


7-8 


D 


1 


6 


1 

! 


H 


1 

48 



















LEADER TEST INSTRUMENTS 







FEATURES : 

1, Alt matflrials and components used in the LEASER TEST INSTRUMENTS hove 
been selected ond treated to obtain the highest degree of frequency stobijit/, 

2^ Only the highest grade component ond vocuum tubes ore employed for the 
utmost in rellobflity and accuracy, All the instruments are passed through on 
ogeing cycle of ot least 12 hours before the final frequency calibrations are 
mode, 

3* The lycite cover protects the indicotor and the frequency scole, ond lends a 
striking appearance to the whole instrument. UniFormity of design and cabinet 
color, 'in o pleasing grey tone, make the LEADER In^trumernts distinctive wherever 
they ore used, 

4. All LEADER Instruments are designed for the busy technicjons for moxiTnum of 
service and simplicity in operotion. Compactness and rugged construction for 
field work are big factors in the design, 

5, Special dial markings are available for the Europeon CCH^ TV .channels upon 

order (for LSW-3R1, L5G-531, LSG-533 and LSO-301 only,) 

SPECIFICATION CHANGES ; 

The OHMAT5U ELECTRIC COMPANY reserves the right to discontinue insruments 
and to change the specifications Qt any time without responsibility for the incor- 
poration of new feotures for the Instruments already sold, 

ORDERING INFORMATION : 

When inquiries or orders are mode, please specify the VOLTAOE ond FREOUENCY 
oF the mains supply of your locality, of whore the instruments ore to be used. 
Instruments can be furnished for the AC line voltages of 100, 115 or 230 volts, or 
Intermediate voltages. LEADER instruments will operate at voltages which are within 
d: 8 % of the rated line voltages, 

Equipment for DC mains supply cannot be furnished. 



PACKING SPECIFICATIONS ; 



Model No, 


Net weight 
Per Pc 


Legal weight 
Per Pc 


Contents 
Per case 


Grots weight 
Per case 
(approx) 


Meosurement 
Per COSO 
(opprox) 


LSG- 10 


2 7 


j jKg. 


1 Pc, 

1 2 0 


7 




LSG- 11 


2, S 


a. 0 


2 0 


B 0 


1 3 


LSG- 20 


4, a 


5. 0 


1 2 


8 0 


1 6 


LSG-IQO 


7,7 


2,9 


2 0 


7 5 


1 3 j 


LSG-200 


4. 7 


A. A 


1 9 


7 3 


1 2 


LSG-220 


6. 5 


6. 7 


S 


7 3 


1 7 


LSG-301 


4, 0 


6, 3 


1 2 


a 3 


1 2 


LSW-321 


6, 5 


6.7 


1 2 


9 5 


1 2 


LMA-1000 


2, 2 


2. 4 


1 2 


3 6 


9 


LSG-531 


7,0 


7, 4 


8 


8 0 


] 7 


LSG-532 


1 0. 4 


1 0. 8 


6 


9 0 




LGO-600 


2 7. 0 


2 7. 7 


2 


9 0 


2 0 


LAG- 55 


5, 0 


5, 3 


1 0 


9 0 


1 3 


LAG" 65 


7,5 


7. 8 


8 


9 0 


1 e 


LBO- 3A 


7 , 7 


a, 0 


* 6 


7 7 


\ 7 


L8 0- 5A 

1 


7.7 


8.0 


6 

1 


7 2 


2 4 


LBO- 5B : 


1 0. 0 


1 0. 5 


6 


3 0 


2 0 


LFM-801 


7. 0 


7. 4 

1 


1 0 


^ 0 


1 S 



OHMATSU electric CO., LTD. 

YOKOHAMA, JAPAN. 



62-01 tSiC 



PRINTED IN JAPAN 
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ssHng and servicing of color television receivers. A single s 
r bars is printed on the panel for convenience in operation 
pattern generation for monochrome TV receivers. 



uminensce an 



Specifications : 

RF Output 

Carrier Frequency 
(Video and Sound) 
Output Voltage 
Video Output 
Polarity 

Output Voltage 
Output Impedance 
Generated Signals 
Bars 



CHAN 1, 2 or 3, as specified on order 






approx 



Horizontal: 15 lines 

Vertical : 12 lines 

Number : 10 lines 

Wide Crosshatch 

Horizontal ; 1 5 lines 

Vertical : 12 lines 

Type ; white on black field 

Size : equiv. to 3 lines 

Number : 180 

Horizontal : 15.75 Kc 

Vertical : 60 cps 

3.563795 Me 

1-300 ohm cable 

1 - 75 ohm cable 

AC 50/60 cps ; 100, 115 or 23 

as specified : 85 VA approx. 

26.5X36X19 cm 8 kg (18 1 

(10J^"^Xl4>i'^X7^"0 



■ic: 



Power 



Specifications : 

Sweep Generator 
Frequency Range 



2 to 260 Me in 2 bands 
A 2 to 120 Me (Beat) 

B 1 40 260 Me (Fundam 
0 to 1 2 Me (max. 20 Me, 
50,000 juV, adjustable 
75 ohms, unbalanced 



Sweep Width 
Output Voltage 
Output Impedance 

Marker Generator 

Frequency Range 3.5 to 270 Me in 6 bar 

Fundamental 
A 3.5 to 6.0 Me 
B 20 to 30 Me 
C 65 to 1 35 Me 

Frequency Calibration Accuracy within + 1 % 
Quartz Crystal 4.5 Me, or 5.5 Me (sped 

Internal Modulation on Carrier osc. : 4.5, o 

600 cps; 100 to 150 Kc 
on crystal osc: 600 cps; 

max., contin 



Output Voltage 

Oscilloscope 

Vertical Channel 
Sensitivity 

Frequency Response within 3dB : 4 cps to 1 .2 Me 
Input Attenuator XI, X 1 0, X 1 00; accuracy d 
Rise Time 0.25 ^seconds or less 

Horizontal Channel 

Sensitivity 0.2 V rms per cm (at 1 kc) 

Frequency Response within 3 dB : 2 cps to 425 Kc 
Sweep Generator 
Frequency Range 
Synchronizing 

Controls 



1-6J6 1-6CB6 1-6AV6 1-6C4 

1-12AT7 1-6DT6 4-6U8 1-12BH7 

3-12AU7 1-6X4 1-1X2B 

3RP1 (Flat face) 

Cables : 1 300 ohm 2 75 ohm 

1 Vertical input 1 Horiz. input 
1 Detector input 1 Test probe 
Input terminal adapter 

AC 50/60 cps, 1 00, 115 or 230 V as specifi 
80 watts, approx. 

56X38X25 cm ; 27kg 
(22^X15^X9^'' ; 60 1b) 



Tube Complement 



Cathode Ray Tube 
Accessories 



Power Supply 



20 cps to 150Kc in 5 steps 
Internal, external, line 

Phasinq 0 to 140° adiustabh 



ffill - 
































LAG-65 AUDIO SIGNAL GENERATOR 

This instument is an innovation in audio generators. The range from 11 to 110,000 cps is covered in 4 decades. Each decade has 10 steps and 
a fine frequncy adjuster. The generated frequency is read on the calibrated meter scale. The output voltage is determined by the output voltmeter 
reading and attenuator setting. The voltmeter has auxiliary scales calibrated in decibels, where 0 dB = l volt, and the range from 60 dB to +20dB, 



or 1 millivolt to 10 volts, so that the output level may be easily rea 
and filter networks. The frequency meter covers the range from 10 to 
external source for the determination of the frequencies of oscillators. 



The LAG-65 is a compact generator which should be in every 
checking. 




Specifications : 

Generator 

Frequency Range 11 to 1 10,000 cps in 4 bands; 



. Th is feature is very useful for rapidly obtaining the characteristics of amplifiers 
1 10,000 cps in 4 bands. It may be used independently by connection to an 
horn, audio beats, etc. 

audio and supersonic laboratory and workshop for development, testing and 

10 steps per decade, with continuously 
adjustable fine frequency 

Output Voltage 600 ohm : 0 to 1 volt in 7 ranges 

1 0 K-ohm : 0 to 1 0 volts in 2 ranges 
Distortion less than 0.1 %, 20 to 20,000 cps 

Frequency Meter 

Range 10 to 1 10,000 cps in 4 ranges 

Input Voltage 3 to 300 volts, rms 

Input Waveform Sine or square 

l.nput Impedance 200,000 ohms, approx. 

Accuracy liz 1.5% of full scale, 10 to 11,000 cps 

± 3.5% of full scale, 10 to 1 1 0 Kc 

Tube Complement 2-6AU6 1-6CL6 1-6AQ5 1—6AL5 

1-6X4 1-0 A2 

Power Supply AC 50/60 cps; 100, 1 1 5 or 230V as specified; 

55 W 

Size and Weight 34X23X 1 8.5 cm ; 7.5 kg 

(13^"^X9'^X7ji'^ ; 17 Ib) 



LAG-55 AUDIO GENERATOR 



The LEADER Model LAG-55 is on indispensable instrument for checking, testing and maintenance of audio amplifiers, speakers, etc. Three different 
waveforms, namely, sine, square and complex, are available. The wide frequency range, 20 to 200,000 cps, calibrated on o clear dial, and the constant 
output level, are very desirable features which have been incorporated in the generator. The sine wave output with very low harmonic content is suited 
for the determinaticn of distortion in high fidelity amplifiers. The square wave output is used for observing the transient characteristics of amplifiers, 
networks, filters, etc. The complex wave output of two combined frequencies, a low (line) and a high (5,000 to 8,000 cps) with an amplitude ratio 
of 4 : 1 is used for l-M distortion testing. The internal high pass filter ond an external scope are used. Instructions are supplied. 



Specifications : 

Frequency Range 20 to 200,000 cps in four 10:1 bands 

Calibration Accuracy within 2%, or 2 cps 

Frequency Stability within 1 % for 5% line voltage variation 

Output Impedance 1 0 KlT, approximately 

Sine Wave output 20 to 200,000 cps 

Output Variation less than + 0.5 dB, 
referred to 1 Kc, below 1 00 Kc 
Output : 5 V rms, below ICOKc 
Distortion less than 1 % 

Square Wave output 20 to 20,000 cps 

Voltage: 10 V peak-to-peak 

Complex Wave output above 5,000 cps, using line frequency for 

base frequency 

Amplitude ratio 4 1 (low to high) 

Output 1 OV, peak-to-peak 

High pass Filter Cutoff at 4,000 cps. approximately 

Tube Complement 1-6AV6 1-12AT7 2-6AR5 1-6X4 

Power Supple AC 50/ 60 cps, 1 00, 1 1 5 or 230V as specified; 

35 W, approximately 
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Size and Weight 



17X32X21.5 cm ; 5 kg 
(.6h"X^2%"X8}■^" : 11 Ib) 
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This insfrument is a combination sweep and marker generator for use in TV and FM receiver servicina, testing, checking and maintenance. It 

has been designed as a companion unit to the LEADER LBO-3A Oscilloscope. 

The LSG-532 incorporates many features which make it the most useful piece of apparatus on the work bench. The stray leakage field has 
been reduced to negligible proportions. The signal can be attenuated to very low outputs to permit the testing of high sensitivity receivers. 

The LS6-532 is housed in an attractive two-toned cabinet and the controls have been placed on the panel functionally for the maximum ease 

in operation. 

Quartz Crystal 
Internal Modulation 
Output Voltage 
Crystal Socket 
Quartz Oscillator 
Tube Complement 
Accessories 



4 .D Me, or 0.0 Me, as speciTiea, U.UO70 
600 cps, approx 
over 50,000 fiV 
for FT-243 holder 
1 to 1 2 Me 

6J6 6U8 12BH7 6CB6 6C4 6AV6 6X4 

Cables ; 75 RF output 

Test-point to Scope input 
Earphone 

AC 50/60 cps, 100, 115 or 230 V 
as specified ; 60 W approx 

36 X 26.5 X 1 8 cm ; 10,4 kg 
(l4>i'^X10^'^X7X''' ; 23 1b) 



Specifications : 

Sweep Generator 
Frequency Range 



Power Supply 



Sweep Deviation 
Sweep Method 
Output Voltage 



Vibrating capacitor, sinusoidal 
over 50,000 /xV 



OSCILLOSCOPE (Utility Model) 



Specifications : 

Vertical Channel 
Sensitivity 
Response 
Input Selector 






0.03 Vrms per cm (at 1 Kc) 
1.5 cps to 1 .5 Me within 3 dB 

XI, X 1 0, X 1 00, accuracy ± 
0.2 V ond 1 V PK-PK 

1 V PK-PK at terminals 



Calibrating Voltage 

Horizontal Channel 
Sensitivity 

Response 

Sweep Frequency 



0.24 Vrms per cm (at 1 kc) 

1 cps to 500 Kc, within 3 dB 

10 cps to 1 50 Kc, adjustable 
15.75-Kc/2 for Hori TV 

2 Megs shunted by 20 pf 
Int ( + / — ); Ext; Line 

0 to 1 50° adjustable 

Return trace elimination; direct plate 
connections; Z-axis modulation 

2-12AT7 3-12AU7 1-6U8 1-6X4 






3KP1 (lOOOV accel. voltage) 

AC 50/60 cps, 100, 115 or 230V 
as specified ; 55W approx 

18X26.5X31cm ; 7.7kg 
(7^^^Xl0j^'^Xl2Ji^^ ; 17.5 lb) 



Cathode Ray Tube 
Power Supply 
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LBO-5A 5" OSCILLOSCOPE WIDE-RANGE 

The LEADER Model LBO-5A Oscilloscope is a sensitive instrument meeting practically all the requirements for general use. Due to its extremely 
wide frequency response, it is suited for observing TV signal waveforms and pulses. The horizontal sweep frequency extends to 500 Kc, which makes 
it possible to make full use of the wide frequency response of the vertical channel. The scope has been designed for maxmum stability, long life and 
reliability. The traces may be photographed with the CANON 35mm camera and adapter. The LBO-5A is suited for use in development laboratories; 
production lines, servicing and instruction. 







Input Attenuator 

Horizontal Channel 
Sensitivity 

Frequency Response 



accuracy 



0.24 V rms per cm (at 1 Kc) 
within 1 dB : 3 cps to 200 Kc 

within 3 dB : 1 cps to 400 Kc 

3 megohms shunted by 31 PF 
0.08 /fseconds or less 
less than 1 0 % 

0.2 and IV, peak-to-peak 

3 megohms shunted by 21 PF at X 1 step 

3 megohms shunted by 15 PF at X 10, 

X 1 00 steps 



Input impedance 
Rise Time 
Overshoot 
Calibrating Voltage 

Input Impedance 



Sweep Generator 
Frequency Range 
Synchronizing 



liiRhef 



1 0 cps to 500 Kc in 5 steps 
Internal : — ); 

External ; line 

0 to 150°, continuously adjustable 

Return trace elimination; direct connections 
to deflection plates; 

Z-axis modulation; push pull output 

2-6C4 1-68Q7 3-12AU7 1-12BH7 

1-6DT6 1-6X4 1-1X2B 

5UP1-F (Flat-face) 

Low capacity probe; 1 set of connecting 
leads 

AC 50/60 cps, 100, 115 or 230V as 
soecifled, 80 watts, approx 



Circuit Features 



Cathode Ray tube 
Accessories 



Specifications : 

Vertical Channel 
Sensitivity 

Frequency Response 



Power Supply 



The LEADER LBO-5B is one of the most compact 5-inch oscilloscopes on the market. It has been specially designed for the laboratories, service 
shops, production lines, schools etc. The small size is one of the features, it occupies less space than some of the 3-inch oscilloscopes. The vertical 
input signals may range from DC up to 2 Me, which Is useful for studies from the low audio to the TV waveforms. A very stable cathode coupled 
DC amplifier is used in a poraphase connection for practically distortionless response. The sweep circuit is the hard tube multivibrator type covering 
a wide frequency range. Dual concentric controls are used to save space on the panel and at the same time for ease in the adjustment. 



Specifications : 

Vertical Channel 
Sensitivity 
Gain 

Frequency Response 



0.038 V rms/cm at 1 Kc 
40 dB 

DC to 2 Me 

AC 1.5 cps to 2 Me, + 3 dB 
XI, X 1 0, X 1 00, accuracy 
FINE adjuster 
1 Meg shunted by 25 pf 
1 V pk-pk 



Input Control 



Input Impedance 
Calibrating Voltage 

Horizontal Channel 
Sensitivity 
Gain 

Frequency Response 
Input selector 
Input Impedance 

Sweep Generator 
Sweep Direction 
Synchronization 
Tube Complement 



0.27 V rms/cm at 1 Kc 
over 26 dB 

1.5 cps to 500 Kc, + 3 dB 

XI, XlO accuracy ± 0.5 dB FINE adjuster 

1 Meg shunted by 25 pf 

8 cps to 150Kc in 6 steps; H/TV (15.75 Kc/2) 
Left to right 

Int ( + , — ),Line, external 

4-12AT7 2-12AU7 1-6X4 1-1X2B 

1-5UP1F (flat face) 

1 low capacitance probe 
1 test cable 

AC 50/60 cps; lOOV, 115 V or 230 V as 
specified; 65 VA approx. 

1 8 X 26.5 X 40cm; 9.5 kg 

(7^'*' X 1 0^'^'^ X 1 5%'^^ approx; 21.5 1b) 



Accessories 



Power su 















mm-m 



f^.. 






LSW 



Specifications : 

Frequency Range 



A 2 Me to 120 Me 
B 150 Me to 270 Me 

1 2 Me or more 

Vibrating Capacitor, at line frequency 
75 unbalanced 

microvolts 



Sv/eep Deviation 
Sweep Method 
Output Impedance 
Output Voltage RF 
Horiz Sweep 
Tube Complement 
Accessory Cables 



over 

2 V, phase controlled 

6J6, 6CB6, 6C4, 6AV6, 6X4 

75 n RF; 300 n padded 
Horizontal input to scope 

AC 50/60 cps 100, 115V, or 230V 
35W approx. 

32 X 21 .5 X 1 4cm; 6.4 kg 
02HX8-^X5}4 in; 14.4 lb) 



Power Supply 



LSG-301 TV-FM MARKER GENERATOR 



perator to set and read the frequencies very accurate 
etc. For linearity checking of TV receivers, the vertic 
itained crystal diode detector and a 2-stage audio am 



Specifications ; 

Frequency Range 



Harmonic 
7 Me to 1 6 Me 
32 Mg to 80 Me 
1 50 Me to 250 Me 



LMA-IOOO HETERODYNE MARKER ADDER 



Power Supply 
Siz and Weight 
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LSG-Tl WIDE BAND SIGNAL GENERATOR 



with 







The LEADER LSG-1 1 is a general purpose signal generator having features which make it most useful in testing, checking and experimenting 
the radio and audio frequency circuits.The calibration accracy is ± 1 % below 30 Me end ± 3% to 390 Me. This feature permits the lining up 

and also checking of the tuned circuits, IF amplifiers, etc. 

Wide frequency range, 120 Kc to 390 Me. Stable Colpitts oscillator 
with buffer stage. Two audio modulation frequencies. Provision for 
quartz crystal. Clear scales for frequency calibration. Compact and 
robust construction. Attractive heavy steel cabinet. 



Specifications : 

Frequency Range 
Calibrated Harmonics 
R. F. Output 
Modulation Frequencies 

Crystal Oscillator 
Tube complement 
Accessory 
Power Supply 

Size and Weight 



1 20 Kc to 130 Me on fundamentals 
1 20--390MC 

0-100,000 /iV, adjustable 
400 and 1,000 cps, 

A. F. Output adiustable 
1 Me to 15 Me 
12BH7 6AR5 
Coaxial cable 

AC 50/60 cps; lOOV, 115 V, or 230 V 
as specified; 13VA approx. 

1 9 X 27.5 X 1 1 5 cm; 2.75 kg 
(7?i'^Xll^^X4Ji'^ ; 6 1b. approx.) 



LSG-20 DE LUXE SIGNAL GENERATOR 



The LS6-20 DELUXE SIGNAL GENERATOR has b een designed for the radio 
benches, where a high grade instrument is required. 



Specifications : 

Frequency Range 
(6 Bands) 

R F. Output 

Crystal Oscillator 
Mod. Frequency 
A. F. Output 
A. F. Input 
Tube Complement 
Accessories 

Power Supply 

Size and Weight 



1 20 Kc to 1 30 Me on fundamentals 
120 Me to 260 Me on harmonics 
0-100,000 microvolts 
Variable, with 2 connectors 

1 Me to 1 2 Me 
Approximately 400 cps 

2 to 3 volts 
Approximately 4 volts 
12BH7 6AR5 6X4 OB2 
FT-243 type 5Mc crystal; 

Co-axial Output Cable 

AC 50/60 cps, 100, 115 or 230V as specified; 
1 7 W approx. 

20X30X 12.5 cm; 4.8 kg 
(3X10X5 in; 11 lb) 



set rncnufcctOrers, laboratories, educational institutions and service 








TV-FM SWEMAR GENERATOR 



The Model LSG-531 SWEMAR GENERATOR is a Sweep and Marker Generator designed for use in the servicing, maintenance and checking 
of TV and FM receiving sets. It is used to obtain the response curves on an oscilloscope screen. Being of rugged construction, it will withstand the 
rough usoge on the benches and in the field. The LS6-531 is very compact, but nothing has been sacrificed to obtain the highest performance of 



the equipment in Its class. 

Specifications : 

Frepuency Range 



Marker Calibration 

Quartz crystal * 
Sweep Method 
Sweep Deviation 
Output Impedance 
Output Voltage 
Tube Complement 
Accessories 
Power Supply 

Size and Weight 



Sweeper 


A 


3 Mc~ 


120 Me 


Beat Frequency 




B 


150 Me-- 


270 Me 


Fundamentals 


Marker 


A 


3 Mc~ 


11 Me 


Fundamentals 






9 Mc-^ 


33 Me 


Harmonics 




B 


19 Me — 


75 Me 


Fundamentals 






57 Me — 


225 Me 


Harmonics 



Within 1 % or better 

4.5 Me (or 5.5Mc) zb 0.05% 

Vibrating Capacitor, sinusoidal 

0-^12 Me or more 

75 Q, unbalanced 

over 100,000 microvolts 

6C4 6CB6 6J6 1 2BH7 6AV6 6X4 

Cables : 75 R. F. Output, Ext Marker Input 

AC 50/60 cps, 100, 115, or 230V as specified; 

30W approx. 

23X34X 15 cm ; 7kg 
(9X13>^X6 in ; 16 lb) 

* 4.5 Me Crystal will be supplied. 




unless specified 











LSG-100 POPULAR SIGNAL GENERATOR 



A smaller and simplified version of the LEADER LSG-200, 



this generator is suitable for the amateur constructor and 



for all-around shop work. 




Specifications ; 

Frequency Range 

Calibration Accurracy 
Output 

Internal Modulation 
External Modulation 
Tube Complement 
Power Supply 

Size and Weight 



400 kc to 36 Me, 5 bands 
(Lowest is band-spread) 

Within 1 % 

High, Low, and Fine 
400 cps, approx. 

Approx. 6 volts 
6BE6 6X4 

AC, 50/60 cps, TOO, 115V, 230V as specified, 
15 W 

1 6 X 25 X 1 1 .5 cm; 2.7 kg 
(6}2Xl0X4y2 in; 6 lb) 



LSG-200 ALL WAVE SIGNAL GENERATOR 




The LSG-200 SIGNAL GENERATOR is designed to meet the demand for a high grade and versatile instrument covering the wide requi 
The frequency coverage is sufficient for practically all type of all-wave receivers. 

It is recommended for service benches, assembly plants, schools and laboratories. 



Specifications : 

Frequency Range 
Calibration Accuracy 
Output 

Internal Modulation 
External Modulation 
Tube Complement 
Power Supply 

Size and Weight 



100 Kc to 36 Me, 6 bands 
Within 1 % 

High, Low, and Variable 
400 cps, approx; 40 % depth 
1.5 V approx for 40 % Modulation, 
2-6BD6, 6X4 

AC, 50/60 cps, 100, 115V or 220 V, 
as specified, 20W approx. 

20 X 30 X 1 2.5 cm; 42 kg 
(8X12X5 in; 9.5 lb) 



rements. 



LSG-220 LABORATORY SIGNAL GENERATOR 



The LSG-220 is a signal generator designed for use in the development, testing and maintenance of radio receivers in the frequency range 
100 Kc to 38 Me. The radio frequency output level and the degree of modulation can be adjusted to known values by the metering circuit. 

The accuracy of indication is sufficient to compare the performance of all types of AM receivers, for sensitivity, selectivity, image ratios, etc 
most useful in aligning the IF amplifier circuits, checking detector and AVC characteristics, setting the frequencies and response of audio circuit 



f T' 



Specifications : 

Frequency Range 
R. F. Output 
Output Impedance 
Attenuation 
Modulation 
Modulation Depth 
Controls, etc. 



Tube Complement 
Accessory 
Power Supply 

Size and Weight 



lOOKc to 38 Me in 6 bands 
100,000 microvolts, max. 

75 Q unbalanced 

10:1 steps, 5-stages; FINE adjuster 
CW;400 cps int.; External 
to 50 % 

Tuning RANGE STEP ATTENUATOR 
FINE output METER reading 
FUNCTION: CW MOD EXT-MOD 
MODULATION METER: MOD RF-CARRIER 
RF OUTPUT cable connector 
EXT MOD terminals pilot lamp 

6J6 6AQ5 12BH7 6X4 

75 fi coaxial cable, 75 termination 

AC 50/60 cps, 100, 115 or 230 V 
as specified; 30 W approx. 

23X 34Xl5cm; 6.5 kg 
(9'^X13ji^^X6"''; 14.5 lb) 









